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27 SHANGHAI Spectrophotometer V1200 SHANGHAI Uy kljinpndninndbtnp V1200:
YOKE YOKE Punipugppp Snunndtinphw - Uhwdwnuquyp
INSTRUMENT INSTRUMENT | Ununppnuwinnph nhyjp - Lhppnnt
Co.LTD Co.LTD dnlnruwghtt hknwynpmipinii - 160Ud

Grating Oyynhljuljut gutg" 1200 lines/mm 1200
qhd/Ud

Detector thwnkljianp - Silicon Photocell
Uhjhntuughtt $nnnkjbdtun

Wavelength setting Ujhph tpljupnipjui
Jupquptpnid® Manual Turn Knob 2tnpny
wunwnknt pptwly

Wavelength Range Ujhph Epjjuupnipjui Uhowljuyp’
325-1000nm 325-1000tu

Wavelength Accuracy Ujhph Epjuupnipjut
Sogpuinipnill +2nm +2ud

Wavelength Repeatability Ujhph tpljupnipjut
UpYubjhmpymi <Inm <1ud

Spectrum Bandwidth Uwtljinph pugpnnudwi
okpun’ 4nm 4t

Stray Light 8pjws |niju’ <0.1%T (at 360nm NaNQ2)
<01% T (360ud- NaNO2)

Photometric Range $nunnutwnphl dhowljuyp 0.0-
100.0%T 0-1.999A, 0-1999C




Photometric Accuracy Snunnubinphly £pgpuam i’
+0.5%T

Photometric Repeatability dnwinutwnphly
Ynlubkihnipinit <0.2%T

Noise Ununtlj 100%(T) noise<0.3%(T) 0%(T) noise
<0.2%(T) 100%(T) winun1y<0.3%(T) 0%(T) wmnunry
<0.2% (T)

Drift Intyd* +0.5%7T/3 min +05%T3 pnutinid

Curve Holder size Unph ppuwljh swthup 10mm 10Ud
Interface huntpdbtju RS232

Power Supply Eutpghwjh wnpmnipp AC 110-240V,
50/60Hz, 80W

Onihnjuwljutt hnuwtipp110-240 9, 50/602g 80 dwn
Snipwpwiynip uybkupndninndtnph htn
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