Quwihupudhi 2

11 Uuypuuph wjwinidp Ununtinwnnp 48x1Gb Ethernet unpuiwtih /jpugnighy 2xSFP +unpw/ MPLS
Layer2 i Layer3, Cisco catalyst 9300 Jwu hudwpdtp

1.2 Lwtiuljp 2 huin

1.3 Uwwnwljupupdwi dudljiunp NMuydwbwghpp Epnnd hwuwnwngbtnt opduthg hwpqus 1 ALY/ wdhu:

2. Skhuthlyujut yyuhwghtpp

N Nupuwidtnph widuinulp Zudwnnn iwpwgpnipini
Zhdwljwbip

Ppwtp Rackmount 19“

0s Cisco 10S XE

RJ45 10/100/1000 MB wnpwkph putimp 48

SFP/SFP+ 1/10 GB wynpwubkph pwbwlp

2

OSI dwljupnuljutinh wywhnynud

Layer 2, Layer 3

Bppnudwt punuyitdus Swrwynipnibiitbph wywhnynd

/advanced routing and infrastructure services/

MPLS
Layer 2 and Layer 3 VPNs, Multicast VPN [MVPN],

Zinwwpwjupnid

Telnet, SSH, WebUI

IP unwinwpuibph wywhnynud

IPv4, IPv6

SNMP unnwinupunh wyjuhnynid

SNMP v1, SNMP v2c, SNMP v3

IGMP unnwunupunh wywhnynid

IGMP v2; IGMPv3

MAC hwiugkubph putiwljp 80000

IPv4 Lppninhubph pwbwlp 212,000 indirect
Switching capacity Uhlish 960 @R/
Total number of MAC addresses Up to 64000
DRAM 16GB

VLANSs 4000

Total switched virtual interfaces 4000

FLASH 16GB

Unuwlnupunibph wywhnynud

IEEE 802.1q; IEEE802.1s, 802.1w, 802.1d

Utnignudp

1+1 wwhniunwyht uinigdw wnpnipubp

Upwuntwgpkpp

Ukpundws pojnp withpudbon wpnnugptpp wnwig
dudwiwluyhtt vwhdwbwhwldwl :

Cpguwyyunnny dhgunuyph ywhwhghbpp

Uohiwwnwpuyhtt gbpdwunhgdwi

5°to 40°C

Uohuwwnwpuyht juniwynipini

non-condensing 5% - 90%

Utnignudp

E|. uinignudp

2209, /502g

Bpwolhpuyhtt dudljln 1 wmwph

Unmughl wnknp grummkgpus vwulnunljhgp wlwnp Fbkphuyumghh unygpwbpuyghl dowbhp, wpnumpnnp b Swquiwh Eplph JEpupbpuy nkpEjunmnipmib:




