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NMNOJIHOE ONMNCAHMUE

npeaginaraeMoro Toeapa

000 Xumcnab EKB B KayecTBe y4aCTHMKa B paMKax y4aCTUs B 3JIeKTPOHHOM aykKuumoHe nof kogom URPU-EUUMNQPR 2026-45 HuXKe

npeancrtaBadeT NoJiHoe onncaHme npeasiaraeMmMoro MM ToBapa.

Homep noTa

MpepnaraemMbiii ToBap

dnpmMeHHoe TOBAPHbINA 3HAK Mapka HanMeHoBaHue TeXHUYeCcKne XxapakTepucTuku
HanMeHoBaHne nponssoanTens
1 Medex biomedical HO-210CHT Medex Medex Drying Oven Feature: The product

co LTD

shell is made of high-quality cold
plate, and the surface is treated by
spraying process. The inner chamber
is stainless steel. Intelligent digital
display PID temperature control
instrument, with timing, over-
temperature alarm indication,
temperature deviation correction,
temperature control self-tuning and
other functions. Super large double-
layer tempered glass observation
window, convenient for observing the
changes of items in the box. Adopt
new synthetic silicone sealing strips,




beautiful appearance, long-term high
temperature operation, longer service
life. The hot air circulation system
adopts low-noise self-heating fan to
ensure longer service life of the fan
and more uniform temperature in the
box. The equipment is equipped with
a fan speed switch, and the user can
adjust the wind speed according to
needs. LCD instrument, program
control instrument, printer, 485
interface, and other functions
(optional).
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