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1 f[dqwjhl jwgbpwjhl wypnjGyunnp / Digital Laser Projector QuuwnnLy huwpwynpnrpjnLulutn / Special Features : - Daylight

View Basic gnpéwnnyp Utpywnnigywé ubUunpp swithnud £ ubUyjwyncd (ncuwynpnepjwu dwywpnwyu W
Jwpagwynpnid wywwnybph hunnwynipjniup, gnyutbph yhuwwnubpp, ynbunnpwunl W ywjdwnnipintup, wywunybph
nbGuwubihnLpintul owyunhdwwgutbint hwdwp® wuywhu uGUjwyh (nLuwdnnpnipjnituhg:/Daylight View Basic function -
the built-in sensor measures ambient light levels in a room and adjusts sharpness, halftone color, contrast, and
brightness to optimize image visibility regardless of room illumination; - LwjutypwUu innGuwujnLph wpwnwgnined (21:9
dnpdwnnh nGuwynudptpwuubpn b wju) wwhwwubiny YnndGph uygpuwlywlu hwpwptpwygnLpjniup: / Support of
Widescreen Video Content such as 21:9 video conferencing layouts, at its original aspect ratio; - Digital Zoom Extender
gnpbwnnyp’ Jtdwgunwd £ ypnjGyunnph UbinndwUu hbnwynpnip)ntut owyunhlywywu Jadwgdwlu dhpwlywjphg,
hUwpwynpnipjntt tnwny ogunwagnpét ubUyjwynid wnw wnwuwnwnh Ywhuhgp ywd nGnwnpt ypnjGywnnpu Eypwuhg
wybh hGnnL, pwgwnbind htwpwynp 2hbwpwpwywl w2huwwnwluplbnp: / Digital Zoom Extender - increases the
projector’s throw distance beyond its optical zoom range, making it possible to reuse your existing ceiling mount or
install the projector farther from the screen, saving construction work. - Digital Image Shift gnpdwnnyp’ pny| t tnwihu
wwwnybnu nbnwwnpdb] Uhugle 10%-ny gwuwgwd ninnnipjwdp off-axis wynpnjGyghwjh ywd wypnjGynnpp pwnpan
wnwuwnwnhUu Jwhutint nGwpnid:/ Digital Image Shift - allows the image to move up to 10% in any direction for off-axis
or high-ceiling installations. - Ltpywnnigywd ghpnuynwhy ubbunp ° hwjnuwptnpnd £ wypnjGyunnph pGpnpjwt W




ginpdwl wuynuutnh thnihnpunepyntuuGpu W gpwdhynptbu gnegwnpnud npwlp uwpph Eypwlwjhu JGUjnyh gwupnid:
/ The built-in gyro sensor that detects changes in the projector’s pitch and roll angles, which are graphically displayed
in the OSD menu; - Grid gnpéwnnyp’ huwpwynpnipinitt £ nnwihu htnwwnwywnpdwl JwhwUwyh dvhongny 2nyb
wwwnybph wulpwl wnwdwnnudubpp, ywpgwdnpbin hnphgnuwywu wd nunnwhwjwg gétpp 11 x 17 swthuh
dhpudwd wrnynruwyh Jypw: / Grid function enables correction of minor distortion by adjusting horizontal or vertical
lines on a fixed 11 x 17 grid via remote control; - Curved Screen Correction gnpéwnnyjp’ pni| E tnwhu ywwnybknh
JjnLpwpwgnep Yynndp Yupgwynpbip wuywiu, Ynp dwytptGuutph ypw gnigunpynn ywwnybputph 62gnhwn 2nyncd
Jwuwwnptint hwdwnp: / Curved Screen Correction - allows each side of the image to be adjusted independently to
conduct accurate correction on curved surfaces, - Eypwuh 6-YGunnwung Yywnpgwynpdwlu hwdwlwnpg” wuyntbubph W
uintuyjwyutph ypw wpnjGyundwl nGwypnnud huwpwynpnep)nitl £ vnnwihu ywunwnpb wwwnybph Gpypwswhnegjwl Unwpp
Jwpqgwynpnedubip:/ 6-Point Screen Adjustment System for Corner and Column Projection - enables fine-tuned control
over image geometry; - 4 wuyjnctuubph wuwhu upgwynpned' 2inyncd £ wypnjGyunnph ytunnpnuhg nnipu uwd
wulyntbwhb nmGnwnpnudhg wnwowgwéd ubnwuwalw wnwywnnidubpp, pny lnwiny hGnwwnwywpdwlu Juwhwluwyh
Jdhongny wulwhu ywnwdwnb| ywwnybph jnepwpwlgnip wuyyniup:/ Independent 4-Corner Adjustment - corrects
trapezoidal distortion from off-center or angled projector placement by allowing independent control of each image
corner via remote control; - 4K DIGITAL LINK gnpéwnnijp” HDBaseT™ uwnwunwnpwunh ypw hhdudwé Ywuw, npp pny
wnwihu JdGYy CAT 5e LAN JwinLtfuh dhgngny thnpuwlugt| inGuw, wninhn W jwnwdwpdwl wgnwuwuutpu Gpywn
hGnwynpnLpjwl ypw:/ 4K DIGITAL LINK is a connection based on HDBaseT™ that supports long-distance video, audio,
and control-signal transmission via a single CAT 5e LAN cable; - Uujwp Jww QR ynnh dhengny pny| £ nnwhu wljwn
Uwuwny thnhuwlgbp nwiutinp Unnippniphg Ywd udwppdpnuhg ujwlwynptiny ypghuhu intuwhughyh dhgngny
EypwUuh JdGUjnyh gwlupnd gnigwunpynn QR 4nnp W uwpplt wyunndwwn YGpwnyd Yydhwluw wynpnjGyunnnphu wujwnp gwlugh
dhongny ([pwgnctghy AJ-WM50 wujwp Unnnip dbnp £ pGpynid wnwludhl):/ Wireless connection via QR code - allows to
share content wirelesslyl from a laptop or smartphone. Just scan the QR code shown in the on-screen display menu
using a smartphone’s camera, and a device will connect to the projector automatically over wireless LAN (optional AJ-
WM50 Series Wireless Module is to be acquired separately); - UWbwnunty wohuwwnwlp / Quiet Operation (In Quiet 2
Mode, operating noise is as low as 25 dB); - Nuwuywyh wpgbwthwydwl hwjnnuwptbpnud” bJwqgbgunud £ [nyuh hnupl,
Gpp nuwujwyu hus np Yepw ungpunnunwd £ Juwup Ywuhubint hwdwn: / Lens Block detection - reduces light output
when lens is obstructed to prevent damage; - 360° wuwnhGwU inbnwnpnid” / 360° free installation; - DICOM
uhunLgywghwjh ntdhd / DICOM Simulation Mode; - Startup Logo Function; - Upwqg Jhwgnid/ Upwag wlupwuwnnid/ Quick




On/Direct Power Off; - Twwnybph wpwnwgndwl hGnniy-pjnLpGnwihu wmthuuninghw / 3LCD Technology; -
MwjdwnnrpjnLtup’ 8,000 ANSI Lumens; - Uaunwjunipjniup/Resolution: hujwywu ($hghywlwl) / Native WUXGA (1,920
x 1,200 pixels / total 2,304,000 pixels) / Odwlunwyynn (hunGpuwnjwgywé) / Supported 4K (3,840 x 2,160 pixels/ total
8,294,400 pixels) resolution; - UnndGph hwpwpbpwygnLpjnLtup / Aspect Ratio (Native / Supported) - 16:10/ 16 :9, 4:3;
21:9; - Mwwnybph gwthp® 30" - 300"; - LwgbpwjhU [nyuh wnpjnLp/ Laser Light Sourse; - Lnyuh wnpjnLph
bwhwagnnéddwUu dwdybwp® 20,000 hours (Unwunwpuw / Standard); - Ununnpwuwnp/Contrast - 5,000,000:1; - Nuwuywyp/
Lens - Manual Focus / Manual 1.6x Zoom ; - Throw Ratio - 1.09-1.77:1; - @JwjhU fun2npwgntd / Digital Zoom; - @nrutp’
1.07 billion colors; -NuuwUjwyh ntnnwhwjwg W hnphgnUwlwu wnbnwwnd / Lens shift: Vertical +44%, Horizontal
+20%; - UGnwlwjhU 2GnnuduGph nunnwhwjwg W hnphgnuwywl 2nnynwd / Keystone correction- H=+= 35° manual, V=%
25°%; - UnLnnpwjhU mmGpdhuwutp / Input terminals: Video: 1 x D-sub 15 pin (female), 2 x HDMI™ ( Deep Color,
compatible with HDCP 1.4, 4K/30p signhal input ), 1 x RJ-45 (for network and DIGITAL LINK connection, HDBase-T™
compliant, 100Base-TX, compatible with PJLink™ (Class 2), HDCP 1.4, Deep Color,4K/30p signal input) 1 x M3 stereo
mini-jack 3.5 mm; Gpwjhbu mtpdhuwjutn /Output terminals: 1 x M3 stereo mini-jack 3.5 mm; Qwnnpnwygdwl
nbtpdhUwjutp/Communication terminals: 1 x D-Sub 9 pin (RS-232); 1 x RJ45 (LAN); 1 x USB Type A (for Memory Viewer
function, optional Wireless Module AJ-WM50, power supply (DC 5V, maximum 2 A)); - 10 dwnn pwpbépwhunu / 10 W
monaural speaker; - Rwyp /Weight - 7.4 kg; SGnwhnfunwtdp W inGnwnpnudp dJwunwlwpwnph hwoyhu, dwunwlwnpuwnh
Jdhgngubtpny:
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