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21 BCM-6400 Max MpndLuhnUw| UJhypndnu 36cm, Shotgun 3Metr XLR to 3.5mm Aux larov

Specification: 1. Capsule type: Condenser 2. Frequency response:
100Hz-16KHz 3. Output impedance: 1KQ for short distance, 2.3KQ for long
distance 4. Sensitivity: -45dB for short distance, -38dB for long distance 5.

Polar pattern: Ultra-cardioid 6. Power supply: DC 1.5V 7. Directional: Uni-ultra-
directional 8. Effective pickup range: 3M 9. Battery life: 26hrs (One Alkaline AA
battery - Duracell or Energizer) 10.Size: 22x360mm Product instruction: 1.
Push to switch to TELE for short distance and to Normal for long distance 2.
Plug the battery correctly and connect the audio output line 3. Amplifier
volume is set default as "0" position, turn on the amplifier and the
microphone, adjust the volume slowly until get the best 4. The best effects of
pickup is away from the microphone head 30CM 5. Microphone head should
not be toward speakers, which may cause howling 6. Don't adjust the volume
to large, or you will hear feedback howling 7. If you don't use the microphone
for a long time, remove the batteries to protect it from being corroded by




battery fluid Package contents: 1x Anti-wind Foam Cap, 1x Microphone to
camera adapter, 1x Gun Microphone (14.37in / 36cm long / metal body), 1x
Cable (3m 3.5mm Jack - XLR cable), 1x Storage Box (Black), 1x User Manual










NMNOJIHOE ONMNCAHMUE

npepnaraeMoro Tosapa
«MeTan Tpeng» OOO B KayecTBe y4aCcTHMKa B paMKaX y4acTusa B 3JIeKTPOHHOM aykKuunoHe nog kogoMm UUQL-EUXUMQR-22/23 Hnxe
npencTasngeT NOJIHOE ONUcaHWe npeasaraeMoro MM ToBapa.

Homep noTa MpepnaraemMbiii ToBap

MapKa HanMeHOBaHNe TeXHN4YeCKNe XapakKTepunctmkun
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