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13 MikroTik MikroTik CCR2004-1 CCR2004-1G-12S+2XS CPU: AL32400, CPU core count: 4, CPU nominal

G-125+2XS

frequency: 1700 MHz, Operating System: RouterOS v7, RouterOS license: 6,
Size of RAM: 4 GB, Storage size: 128 MB, IPsec hardware acceleration: Yes,
Number of AC inputs: 2, AC input range: 100-240, Cooling type: 2 fans,
10/100/1000 Ethernet ports: 1, SFP+ ports: 12, Number of 25G SFP28 ports: 2,
Serial console port: RJ45, CPU temperature monitor: Yes, Voltage Monitor: Yes:
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NMNOJIHOE ONMNCAHMUE

npeaginaraeMoro Toeapa

UEQq UMC B ka4yecTBe y4aCTHMKaA B paMKax y4acTus B 3JIEKTPOHHOM aykKuUMoHe nof kogoM EUXAUMQR-2024/8-3-GNMRL HUXKe

npeancrtaBadeT NoJiHoe onncaHme npeasiaraeMmMoro MM ToBapa.

Homep noTa

MpepnaraemMbiii ToBap

TOBAPHbINA 3HAK Mapka TeXHUYeckne XxapakTepucTuku
13 MikroTik MikroTik CCR2004-1 CCR2004-1G-12S+2XS CPU: AL32400, CPU core count: 4, CPU nominal
G-125+2XS frequency: 1700 MHz, Operating System: RouterOS v7, RouterOS license: 6,

Size of RAM: 4 GB, Storage size: 128 MB, IPsec hardware acceleration: Yes,
Number of AC inputs: 2, AC input range: 100-240, Cooling type: 2 fans,
10/100/1000 Ethernet ports: 1, SFP+ ports: 12, Number of 25G SFP28 ports: 2,
Serial console port: RJ45, CPU temperature monitor: Yes, Voltage Monitor: Yes:
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