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Power (Watts), 1.5kWatts / 1.5kVA Output Voltage Distortion: Less than 2 %
Output Frequency (sync to mains): 50/60 Hz +/- 3 Hz Sync to mains Other
Output Voltages: 220V, 240 V, Load Crest Factor: 3 : 1 Topology: Double

conversion online, Waveform type: Sine wave Bypass: Built-in bypass, Input

frequency: 40 - 70 Hz Auto-sensing Input voltage range for main operations:

100 - 275V, Number of Power Cords: 1 Other Input Voltages: 220 V, 240 V,

Battery type: Lead-acid battery Included Battery Modules: 1, Typical recharge
time: 3hour(s) Nominal Battery Voltage: 48 V, Replacement Battery:
IAPCRBC155 Expected Battery Life (years): 3 - 5, Battery Charge Power (Watts):
108 Watts Extendable Run Time: 1 Communications & Management: Interface

Port(s): RJ-45 Serial, Smart-Slot, USB Control panel: Multifunction LCD status

and control console Audible Alarm: Audible and visible alarms prioritized by
severity Emergency Power Off (EPO): Yes Available SmartSlot™ Interface

Quantity: 1"













NMNOJIHOE ONMNCAHMUE

npepnaraeMoro Tosapa
OO0 KOMIN MPO B Ka4yecTBe y4aCTHMKA B paMKax y4aCTuUSA B 3JIEKTPOHHOM ayKuMoHe nog kogoM EUXUMQR-2024/8-3-GMRL HUXKe
npencTasngeT NOJIHOE ONUcaHWe npeasaraeMoro MM ToBapa.

Homep noTa MpepnaraemMbiii ToBap

TOBaprIIZ 3HakK MapKa TeXHN4YeCKNe XapakKTepunctmkun
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