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26 QSFPTEK QT- QSFPTEK QT- QSFPTEK QT-WDM-0203AD Feature: SFP Bidi Transceiver date rate 1.25Gb/s,
WDM-0203AD WDM-0203AD Single LC connector. Wavelength: Up: TX1310nm/RX1550nm; Down:

TX1550nm/RX1310nm. Compatible with: Cisco GLC-BX-U and GLC-BX-D WDM
SFP moudle 1000BASE-BX-U and 1000BASE-BX-D Bidirectional SFP Optic, up to
3km. Gpw2htuhp 1 nwnph:













NMNOJIHOE ONMNCAHMUE

npepsaraeMoro Tosapa
LhULU 4UrUMNES3UL ULIULPYUN UQ B KavecTBe y4aCTHUKa B paMKaX y4aCTuA B 3JIEKTPOHHOM ayKLUMOHEe Mo KoOoM
EUXUMQR-2024/8-3-CGMRL HMXKe npefcTaBsigeT rnoJsiHoe onucaHne npepjsiaraemMoro UM Tosapa.

Homep noTa MpepnaraemMbiii ToBap
TOBapHbIN 3HaK MapkKa TeXHN4YeCcKne XxapakKTepucTuku
26 QSFPTEK QT- QSFPTEK QT- QSFPTEK QT-WDM-0203AD Feature: SFP Bidi Transceiver date rate 1.25Gb/s,
WDM-0203AD WDM-0203AD Single LC connector. Wavelength: Up: TX1310nm/RX1550nm; Down:

TX1550nm/RX1310nm. Compatible with: Cisco GLC-BX-U and GLC-BX-D WDM
SFP moudle 1000BASE-BX-U and 1000BASE-BX-D Bidirectional SFP Optic, up to
3km.
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