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5 D-Link D-Link Antywywnynn gwugwjht pwdwlwpwp switch 16 wynpun bpwl JGnwnjw

rack mount, 10/100/1000 16 ports Unwunwpwubp® * IEEE 802.3 10BASE-T -
IEEE 802.3u 100BASE-TX « IEEE 802.3ab 1000BASE-T « IEEE 802.1p Quality of

Service (QoS) ¢ IEEE 802.3x Flow Control supported for full-duplex ¢ Auto-
negotiation ¢ IEEE 802.3az Energy-Efficient Ethernet (EEE): hUdnpdwghuwjh
wugdwlU wnwagntpejnLu’ Ethernet: 10 Mbps/20 Mbps (half-duplex/full-duplex)
Fast Ethernet: 100 Mbps/200 Mbps (half-duplex/full-duplex) « Gigabit Ethernet:
2000 Mbps (full-duplex): UhwlygdwU jwnpbph mGuwyubp® « Ethernet: 2-pair
UTP Cat.3/4/5/5e, Unshielded Twisted Pair (UTP) Cable ¢ Fast Ethernet: 2-pair
UTP Cat.5/5e, Unshielded Twisted Pair (UTP) Cable « Gigabit Ethernet: 4-pair

UTP Cat.5/5e, Unshielded Twisted Pair (UTP) Cable: ®nfuwugdwl

wpuwagncpjnltl” 32 Gbps, MTBF® 598,040 dwdU: D-Link DGS-1016D tpwhuhp - 1
nwph Jwnwywpwnpdwl wywhhg













NMNOJIHOE ONMNCAHMUE

npepsnaraeMoro Toesapa
Jdwhwaql UGhp-UwnpwunhpnujwU UQ B KayecTBe y4aCTHUKA B paMKax y4acTus B 3JIEKTPOHHOM ayKuunoHe nopg kogom UUSGL-
EUXUMNQR-24/28 HUXXe npeancTaBasgeT NoOJIHOe ONncaHue npeasaraeMoro MM Tosapa.

Homep noTa MpepnaraemMbiii ToBap

MapKa HanMeHOBaHNe TeXHN4YeCKNe XapakKTepunctmkun
npomssoonTensd



http://www.tcpdf.org

