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wnpuw 10/100/1000 RJ-45 Full duplex
W 4 wynpw Ten Gigabit Ethernet SFP+
port: nwlupp gwlugh Jdhgngny PoE
802.3at wnuyjwql 350W Class 4 PoE
Power. Qwawnlwjhlu nGuncLpulbp -
wnujwqlu Gpyne vhenty 1 GHz, 16 GB
Flash W 4 GB DDR4 hhannntpjntu:
Upwnwnpnnwywuncpjnitu - 1000 Mb
Latency < 2.0 us (LIFO 64-byte
packets), pnnnLtuwynLpinLu 156 Gbps
Jwd wnwyb: Sngwyubtnh dswyw
IPv4 Host Table (ARP) 1,024 wuJ
wnwyb|, IPv6 Host Table (ND) 512
Jwd wnwyb|, MAC Table Capacity




8,192 ywd wnwybt|, IPv4/IPv6/MAC
ACL Entries 256/128/256 JwU
wnwyb: T=GYHwdwpdwl nnGuwyp - L2
wdpnnowlwl nGywdwnynn (Full
managed): TGYwywnpdwl
hwuwnynrpjnLtlutp - command-line
interface, Web browser, configuration
menu, out-of-band management
(serial RS-232C or Micro USB), Cloud
management
hUwpwynpnrpynctuutpny: RS-232C or
Micro USB); Shghywywlu
wwhwlgubip - uGpytGpwjhu
wwhwpwUh JGg UGpywnnigynn
wywusubnpny: UwnLthuwjhlu
wwhwueUubp - 1 hwwn C13-C14
hnuwuph Jwinthu 1 hg 2 JGwnn
Gnywnnipjwdp: Gpw2fuhpwjhu
uwwuwnpydwlu dwdybwn™ wnujwqu
10 nwph gnpdwpwlwjhu:
UGunpnuwgywd yuwnwyuwnpdwl
pwdwunpnwagnpncp)ntl 1 nwpyw
hwdwn Meraki Dashboard, JwdJ Cisco
DNA Center wd Aruba Central Jwu
wj| hwdwndtp W yndncinwwnnph hGun
hwdwuwnbnbh hwdwlwnpagnwd:*Fninn
wwnwuplbpp wbuwnp E |hUGU Unp,
soguinwgnndywé: *Pninn
wuwnpwupubpp Jwunwwpwpybine Gu
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NMNOJIHOE ONMNCAHMUE

npeaginaraeMoro Toeapa

UBQq UMC B Ka4yecTBe y4aCTHMKa B paMKaX y4aCTuA B 3JIEKTPOHHOM aykumoHe nog kogom YU-UUSU-EUXUMNQR-24/26 HuXKe

npeancrtaBadeT NoJiHoe onncaHme npeasiaraeMmMoro MM ToBapa.

Homep noTa
dnpmMeHHoe TOBAPHbINA 3HAK Mapka HanMeHoBaHue TeXHUYeCcKne XxapakTepucTuku
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