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11 APC SRT5KXLI UUhiwihwl uuntgdwl uwpp (Watts): 4.5kWatts / 5.0kVA Output Voltage

Distortion; Less than 2 % Output Frequency (sync to mains): 50/60 Hz +/- 3 Hz
Sync to mains Other Output Voltages: 220 V, 240 V, Load Crest Factor: 3: 1
Topology: Double conversion online, Waveform type: Sine wave Bypass;
Internal bypass (automatic and manual) Input frequency: 40-70 Hz Auto-
sensing Other Input voltages: 220V, 240V Battery type: Lead-acid battery,
Typical recharge time: 1.5 hour(s) Normal Battery Voltage: 192 V Expected
Battery Life (years): 3 - 5 mwph RBC Quantity: 1, Battery Charge Power
(Watts): 560 Watts Extandable Run Time: 1 Interface Port(s): Contact Closure,
RJ-45 10/100 Base -T, RJ-45 Serias, Smart-Slot, USB Emergency Power Off
(EPO):Yes Approvals: CE, CE Mark, DNV, EAC, RCM, VDE Gpw2huhp uwnph
hwdwp 3 tnwph : Uwpwnyngh hwdwnp 2 vnwnh: Lnp E, gogunwagnnéywé:
SRT5KXLI APC UPS Smart SRT (On Line) 5000VA / 4500 Watts 230V, Network
Management Card; warranty - 3 years (excluding battery) and 2 year for
battery













NMNOJIHOE ONMNCAHMUE

npepnaraeMoro Tosapa
OO0 Anda 3TaNOH B Ka4yecCTBe y4aCTHMKa B paMKax y4aCcTudA B 3JIEKTPOHHOM ayKuunoHe nog kogom EUXUMNAR-2024/8-5-EMRL HuXKe
npencTasngeT NOJIHOE ONUcaHWe npeasaraeMoro MM ToBapa.

Homep noTa MpepnaraemMbiii ToBap

TOBaprIIZ 3HakK MapKa TeXHN4YeCKNe XapakKTepunctmkun
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