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2 HR 1234 / Battery CSB 12V 9A Qwuwnwuwnnilu hnuwupny yGpwihgpwynnynn, hGpdbuinhy thwydwé, sguywuwnyynn

Jwpwnyngubip, wupuwthwU uuntgdwl uwnpptnph hwdwn, npnUup pwdwpwnpnud GU hGunlw | inGhubhywywu
wwhwlgubphlU: Battery Type: VRLA Sealed Lead Acid Battery, Standby use : 13.5-13.8V, Cycle use : 14.4-15.0V, Initial
current : 3.4A MAX. Capacity Rating: 34W, Swpnnncpejniup” 9.0U/d, Lwnpnudp® 124, Zgnpnipjncup’ 344wn, Shghliwywu

swithubpp® 151UJU x 65Ud x 94Jd, Lwypn” 2.604g: Gpw2huhpp' 12 wdhu













NMNOJIHOE ONMNCAHMUE

npepnaraeMoro Tosapa
OO0 TEXHO®OPYM B KavyecCcTBe y4aCTHWUKa B paMKaX y4aCTuAa B 3JIEKTPOHHOM aykKuunoHe nof kogom LY-EUXUMNQR-24/04 HuxXKe
npencTasngeT NOJIHOE ONUcaHWe npeasaraeMoro MM ToBapa.
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