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Form Factor - SFP Uwpu. Syjwjutnph wpwagntpjnLtu - 1000 Uphp/4ny Uithph Gpywnpniejniup - 1310 Ud Uwpu. Uwnthuh
hGnwynpnipjnitup - 20 yd Uhwlyghg - Duplex LC OwyuwnhjwywUu pwnwnphgutp - FP 1310nm UtGnhw - SMF DOM
wowlygnrpjnLu - Uyn TX Power - -9.5 ~ -3dBm Cunntuhgsh qqwjnituncpinill - < -23dBm Undtnpghnu sGpdwuwnhéwluh
Uhpwlwyjp - 0-hg 70°C UpdwlwgnpncpjnLtuutp - SFF-8472 MSA hwdwuwwuwunwupuwunn, IEEE 802.3ah-2004, IEEE 802.3z
Generic Compatible SFP 1000BASE-LX/LH 1310nm 20km DOM Duplex LC/UPC SMF Optical Transceiver Module Form
Factor - SFP Max. Data Rate - 1000Mbps Wavelength - 1310nm Max. Cable Distance - 20km Connector - Duplex LC
Optical Components - FP 1310nm Media - SMF DOM Support - Yes TX Power - -9.5 ~ -3dBm Receiver Sensitivity - <
-23dBm Commercial Temperature Range - 0 to 70°C Protocols - SFF-8472 MSA Compliant, IEEE 802.3ah-2004, IEEE
802.3z Twpunwnhp wwjdwu. Unwewpydynn wwypwupp ntuh wohuwwnwlpwjht hwdwwbnbihnipjntu CTC Union
FRM220A-1000EAS/X dnhuwlybpwhg-yndncuinwwnnnph htwn® pwuh, np ybpp bpdwé uwppwynpnudubpp nnlewyuwiu
dwdwlwy nbtnwyuw)jwd Gu cuybpnipjwl owynhjwlywl gwugnid:













NMNOJIHOE ONMNCAHMUE

npepnaraeMoro Tosapa
OO0 TEXHO®OPYM B KavyecCcTBe y4aCTHWUKa B paMKaX y4aCTuAa B 3JIEKTPOHHOM aykKuunoHe nof kogom LY-EUXUMNQR-24/04 HuxXKe
npencTasngeT NOJIHOE ONUcaHWe npeasaraeMoro MM ToBapa.
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