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NMNOJIHOE ONMNCAHMUE

npeaginaraeMoro Toeapa

JloraH B Ka4yecTBe y4aCTHMKA B paMKax y4aCTusA B 3JIEKTPOHHOM ayKuUMoHe nog KkoaomMm PUQU-EUXUMAR-24/78 HUXKe npencrtasnseT

NMnoJiHOE onNncCaHWMe npeannaraemMoro MM ToBapa.

Homep noTa

MpepnaraemMbiii ToBap

PupMmeHHoe
HanMeHoBaHNe

TOBapHbIN 3HaAK

MapkKa

HanMeHOBaHNe
npomssoonTenAd

TeXHN4YeCKNne XapakKTepnctmkn

Euthanasia unit for
laboratory animals

Euthanasia unit for
laboratory animals

Euthanasia unit for
laboratory animals

Euthanasia unit for
laboratory animals

Updated automated compact CO2
system for humane withdrawal of
laboratory animals from experiments
Overall dimensions, WxDxH, mm:
main unit: 260x450x160 (deviation
15%) Complete with a rodent
euthanasia chamber (not less than
470x312x260 mm) Euthanasia
chamber material: polycarbonate
Power supply: 220 V, 50 Hz. Warranty
period: not less than 1 year
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