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1 X-ART X-ART CPU/wnngbunp’ Intel Core i7-14700K, 33 MB Cache, Total Cores 20,

wnwyblwgnyu hwowhuncpintup® 5.6 GHz: <njwgdwu hwdwywng
wnpngbunph hwdwp® bwhiwwnbudwéd E hwdwwwunwuhiwl ypngbunnph
hwdwp, pwyp 700 gpwd, hnwgnrghsubph pwuwyp™ 2, jnLpwpwlUgnLp
hnqwgnrghsh inpwdwaghép® 120dd: Owybtpwuwnhy hhonnnipjnlu” 64 GB,
wnGuwyp DDR5, wpwagnipjntup” 4800 MHz: SSD/Unwn ujwywnwy wnbuwyp
utpphUu, hh2nnnipynitup” 1TB, huntpdbju PCle 4.0 NVMe M.2, Jwnnuwnt
wpwagnLpjnLtup’ 7450 MB/s, qpGnL wpwagnLpjntup” 6900 MB/s: Stuwpwpwn®
GeForce RTX 4060, hhpnnnLpjntl’ 8GB, hhonnnipjwlu utpnitun” GDDRG6,
phpwjunLpinLU’ 128 bit, nGuwpwnpunh wypngbunph hwéwhuntpjnlu™ 2490 MHz:
Uwjpwywu uwhy Z790 UD, owybpwuwunhy hhannnipjwl
wnwUudbwhwwnynrpejntt® DDR5 4 x DIMM 4000 MHz hwéwhuncpjwdp, puhyutn]
JGYy hwuwn PCle 5.0x16, 2 hwuwn PCle 4.0x16, huinbGputwnh hwuwubGihnLpjniup
2.5GbE LAN, htuinlh wwubh Jhwgnidutp® 1 hwwn USB Type-C, 2 hwwn USB 3.2
Gen2, 4 hwwn USB 3.2 Genl, 4 hwwn USB 2.0/1.1, 1 hwwn HDMI 2.0, 1 hwwn




Display Port: QwdwlywnggswjhU hpwu $npd Swywnnp® ATX, micro ATX;
Uuncgdwlu piny hgnpnipjniup® 700 dwwnwn, ubpunh$hywgnid™ 80 PLUS,
Lwhiwnbudwd hnhnfuwwl Jhwdwqg 220 dnjin jwpdwdp wohuwwnbinc
hwdwnp: GpwohuhpwjhU uwywuwnpynwd 1 tnwnph: UGYH yw2wnnuwywl
GpwohuhpwjhU uwywuwpydwl yGunpnuh wnuwjnipintu 2-nLd:










NMNOJIHOE ONMNCAHMUE

npepnaraeMoro Tosapa
Nkc-ApT OOO B Ka4yecTBe y4aCTHMKA B paMKax y4aCTuUsa B 3JIEKTPOHHOM ayKuuoHe nog kogom EMNL-EUXUMQR-24/240 HuxXKe
npencTasngeT NOJIHOE ONUcaHWe npeasaraeMoro MM ToBapa.

Homep noTa MpepnaraemMbiii ToBap

MapKa HanMeHOBaHNe TeXHN4YeCKNe XapakKTepunctmkun
npomssoonTensd
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