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Lowlp
8 Swlugwjhl wujwpn | Swugwjhb wuwn [ Swugwjhl wlwnp uwnp, Weight Without mount: 338 g (0.75 Ib), With mount:

uwpp 1

uwpp 1

413 g (0.91 Ib) Enclosure materials Polycarbonate, aluminum, Mount materials
ABS, SGCC steel Hardware, Networking interface (1) GbE RJ45 port
Management interface Ethernet Power method PoE, Supported voltage range
44-57V DC, Max. power 9W Max. TX power: 2.4 GHz, 5 GHz, 23 dBm, 23 dBm
MIMO: 2.4 GHz, 5 GHz, 2 x 2, 2 x 2 Throughput rate: 2.4 GHz, 5 GHz, 573.5
Mbps, 2402 Mbps Antenna gain: 2.4 GHz, 5 GHz, 3dBi, 5.4 dBi, Button Factory
reset, LEDs Software: WiFi standards 802.11a/b/g, WiFi 4/WiFi 5/WiFi 6
Wireless security: WPA-PSK, WPA-Enterprise (WPA/WPA2/WPA3) BSSID 8 per
radio, VLAN 802.1Q Advanced QoS Per-user rate limiting, Guest traffic
isolation: Supported Zero-wait DFS Yes*, *Supported with upcoming firmware
versions. Concurrent clients 300+, Software: Management application UniFi
Network: Version 7.3.76 and later Gpw2huhpwjhU dwdytwn™ 1 tnwph: Lnp E
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NMNOJIHOE ONMNCAHMUE

npepnaraeMoro Tosapa
N/MN AcMnk CUMOHSAH B Ka4YecTBe y4YaCTHMKA B paMKax y4aCTuUs B 3JIEKTPOHHOM aykKunoHe nog kogoMm EUXUMQR-2025/8-1-GMRL HUXKe
npencTasngeT NOJIHOE ONUcaHWe npeasaraeMoro MM ToBapa.

Homep noTa MpepnaraemMbiii ToBap

TOBaprIIZ 3HakK MapKa TeXHN4YeCKNe XapakKTepunctmkun
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