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$hpdwjht wudwuncdp® Oscilloscope with accessories, wwnpwUpwjhu Upwup® ROHDE & SCHWARZ, Unntp” R&S®RTO6
Oscilloscope, wpunwnpnnh wujwunwdp® Rohde & Schwarz GmbH & Co. KG, SGhu. punLpwaghpp ° Analog channels: 4
Analog bandwidth: 4GHz Sampling Rate: max. 20 Gsample/s on 2 channels, max. 10 Gsample/s on 4 channels. ENOB:
9.4 Vertical Resolution 16 bit. Memory Depth: 200 Mpoints on 4 channels, 400 Mpoints on 2 channels, 800 Mpoints on 1
channel Digital Logic Channels: 16 Screen: 15.6", Full HD Probes: aligned with Scope Parameters Gpw2huhp” wnujwaqu
1 mwnph 1.1 R&S®RTO6 Digital Oscilloscope Warranty item 1.1.1 - 1.1.5: 12 months 1.1.1 RTO64 Digital oscilloscope, 4
channels, sampling memory 200Mpts per channel / max. 800Mpts (1 channel), four 500MHz passive voltage probes,
requires bandwidth option RTO6-B9x 1.1.2 RTO6-B94 4 GHz bandwidth option for R&S®RTO64 oscilloscope, (only in
combination with model 1802.0001.04), 20 GSa/s sampling rate, incl. calibration 1.1.3 RTO6-B1 Mixed Signal, 400MHz,
5GSa/s, 16 channels, 200MSa per channel for R&S®RTO6 oscilloscopes, retrofittable, cannot be combined with
R&S®RTO6-B10 GPIB option (hardware option) 1.1.4 DCV-2 Documentation of calibration values Delivery on CD 1.1.5

DCV-ZP Printout of DCV (additional, in combination with DCV-Option only)













NMNOJIHOE ONMNCAHMUE

npepsaraeMoro Tosapa
JIOKATOP 3akpblTOoe akLuMOHepHOoe obWwecTBO B Ka4yeCcTBe y4YaCcTHUKA B paMKaX y4acTusa B 3/IeKTPOHHOM ayKuuoHe nof KoaoM RSUL-
EUXUMNQR-2025/13 HU)Ke npeacTaBnsdAeT NOJIHOE ONMcaHue npeagjaraeMoro MM Tosapa.

Homep noTa MpepnaraemMbiii ToBap
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