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-4KV, 3mA). 8 wuwhpu ywlwutp (110/220V AC uunrLgdwdp), 4KV/mA Gpwjhu
nhpnypubn, npwwl ywd pwgwuwwl plLtnwwuncpjwdp Ywlwjutnp, SHY
Unwpuhwi Gpwjhu Jhwyghsubp (conectors), jwuwjuGph gwén hnuwlp, 10
mV Vset |nonnnctbwyncpincl, 10 nA Iset (ndnnnLbwyncpynctl, gwdn/pwndn
(wnpdwl dwuhU ggnrpawgned nL gbphnuwuph bW wnwybwagnuyu jwpdwl
ww2nuwwuncpynitl, sSpwagpwynpynn wpwaguwgned / Ujwqgbgnid (1-500 V/s),
2.8” gntuwynp uGUunpuwjhu Eypwu,hGnwwnwywnned (USB2.0/Ethernet): 8
Channel 4 kV/ 3 mA (6W) Desktop Power Supply Module: 8 independent
channels in a Desktop package (110/220V AC Powered), 4 kV / 3mA output
ranges; Channels with either positive or negative polarity; SHV coaxial output
connectors; Low Ripple; 10 mV Vset resolution; 10 nA Iset resolution;
Under/over-voltage alert, overcurrent and max. voltage protection;
Programmable ramp-up / ramp-down (1-500 V/s); 2.8” color touch screen
display; Local and Remote control (USB2.0/Ethernet).













NMNOJIHOE ONMNCAHMUE

npepnaraeMoro Tosapa
OO0 TUKACOH B Ka4yecTBe y4aCTHUKa B paMKaXx y4acCcTuUs B 3JIEKTPOHHOM ayKuuoHe nod kogom UUGL-EUXUMNMQAR-25/53 HUXKe
npencTasngeT NOJIHOE ONUcaHWe npeasaraeMoro MM ToBapa.
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