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44 Fluke MS2-100 UwpblwjhU pGunwynnnd” SGuwy - Twisted Pair (RJ45/RJ11), Coax (F-type)

<GnwdnpntpjnLl - Uhugl 460 J (1500 ft) Snyg £ vnnwhu - UGumwnwiwnph
upuGdw, GpywpnipynLu, pwhwudwl 4G, hGnwynp ID Quwjuwjhu Upwl (Tone
Generator)” Stuwly - IntelliTone (Digital) . Analog (400 Hz / 1 kHz) Swuguwjhu
unnnLgnid” Ethernet wpwagnipjnitl - 10/100/1000 Mbps PoE uwnnnignid - IEEE
802.3af wewlygnLpjwdp EYypwlU SGuwy - LCD gnwdbhywywl, (nLuwynnpynn
Uuncgnid” SGuwl - 2xAA wiwhu pwunwpbw UWhuwwnwdwd - Unwin 20 dwd
Quithtip W pw2 Qwth - 76 x 163 x 36 UU Lw  0.36 Yg (+ /-3 %)
Oqunuwgnpddwl wwjdwuubn 26pdwuwnhbéwl - 0 °C - 45 °C unuwynLpjnLu -
UhUgsl 90% (ngy YynunGUuwgywé) Qwdwuwnbnbh (huh Fluke Networks
MT-8200-63A IntelliTone Pro 200: Lnp Lk, gogunwgnpéywé:













NMNOJIHOE ONMNCAHMUE

npepnaraeMoro Tosapa
«ATaHecsaH 'pyn» OO0 B Ka4yecTBe y4aCTHUKa B paMKaXx y4aCcTuUsa B 3/IeKTPOHHOM ayKuuoHe nod kogom EUXUMNQAR-2026/8-2-EMFL Hnxe
npencTasngeT NOJIHOE ONUcaHWe npeasaraeMoro MM ToBapa.

Homep noTa MpepnaraemMbiii ToBap

TOBaprIIZ 3HakK MapKa TeXHN4YeCKNe XapakKTepunctmkun
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