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Qwihwpwdlh
hwdwn dbhpdwjhu wwnpwupwjhu wnpwmwnnpnnh nbhibhywywu punipwaghnpp
wuydwuncdp Lowlp wludwuncdp
5 hGnwhunuwjhl hGnwhunuwjhl hGnwhunuwjhl Yealink SIP-T23G jwd hwdwndtpp” VolP hGnwhunu
uwnppbn uwnppbn uwnppbn LwwnyntpjnLtultp HD dwju, EnynL wynpwn Gigabit gwugh

Jhwgdwl hbwpwynppjntu 132 x 64- whpub| Eypwu
UhUgtL 3 SIP Jhwgntd SGhuuhywywu punLpwaghp HD
owju HD hGnwhunuh [uwhnn HD pwpaonpwhunu, G.722
G.711(A/u), G.729AB, G.726, iLBC Full-duplex,
Pwnaopwhunu (hands-free speakerphone) AEC, VAD, CNG,
AEC, PLC, AJB, AGC Qtnwhunuh hUwnpwynpntpjnLuutpp 3
VoIP gpnwlugdwU huwpwynpntp)nilu Call hold, mute, DND,
One-touch speed dial fatd ghd qwugh
yGpwhwugtbwynpnid quugh uwwuntd quugh
thnpuwlgnud 3-ynndwuh Ynupbpwuu Direct IP call
without SIP proxy Ring tone selection/import/delete Set
date time manually or automatically Dial plan XML
Browser, action URL/URI RTCP-XR <tnwhunuwaghnpp JUhUgbL




1000 gpwugntd ubL gnLgwly XML/LDAP
hGnwlwnwywnpynn hGnwhunuwaghpp lubiwgh npnuncd
JdGpnn <Gnwhunuwghppp / UGpdntédwl / wpunwhwudwl
hUwpwynpniLpjntt 2Qwugtph ywwndnLpyniLun:
qwUugwhwpwd/ punnLtbwd /pwg pnnwd/thnfuwugwd IP-
PBX wnwlUadlUwhwuwnynipjntuutp Busy Lamp Field (BLF)
Bridged Line Apperance (BLA) ULwunLu quuagh
huwpwynnnrpjntl Ubwuntu quwugh JdGpdnud
uwnnpnwanpnipjwl uywunn gntgwuh? (MWI) Qujuwjhlu
thnuin quugp uwywudwl nuGinL huwpwynpnipjncu call
pickup huwnntpynd, paging, quugp wywhdwlu dwdluwy
Gpwd2unnipjwl huwpwynpnip)nill, Call completion, call
recording typwlup GL gntgwluhpubtinp: 132 x 64 - whpuby
EYypwl (nLuwdnpnudny qwlgh GL hwnnpnwagpnipjwl
uwwudwl gnLghg LED UgqgwjhU [Gqyh puwnpncpincu
QwlUugwhwpnnh hwdpp wuntup gnLthg tnwnt
hUwpwynpnLpjntl dnLulyghwl untnutp 3 line keys with
LED 5 features keys: message, headset, hold, mute,
transfer, redial, hands-free speakerphone, 6 navigation
keys dwjuh wnwdwpdwlu yndwyubpp Puntpdbju Gpync
wnpun 2xRJ45 Ethernet-nopTta 10/100/1000 Power over
Ethernet (IEEE 802.3af), class 3, 1xRJ9 (4P4C) handset
port 1xR]J9 (4P4C) headset port Other Physical Features
Mwuwunhg whubnt hbwpwynppejntu (pun gwuynepjwl)
UpwnwphU AC wnwuwwnbp Untinp AC 220V Gip DC
5V/600mA Eutpghwjh dwhuu (PSU): 0.72-1.56W
EutGpghwjh dwhpuu (PoE):0.96-1.98W U2huwunwlpwjhlu
hunbwynrpjntup - 10~95% Wyhuwwnwlupwjhlu
sGpdwuwnhéwl - 10~50°C Ywnwywnpnid: Configuration:




browser/phone/auto-provision Auto provision via
FTP/TFTP/HTTP/HTTPS for mass deploy Auto-provision with
PnP Zero-sp-touch, TR-069 Phone lock for personal privacy
protection Reset to factory, reboot Package tracing
export, system log Swugwjhu wuywnwlugnrLpjwl SIP v1
(RFC2543), v2 (RFC3261) Call server redundancy
supported NAT transverse: STUN mode Proxy mode and
peer-to-peer SIP link mode IP assignment: static/DHCP
HTTP/HTTPS web server Time and date synchronization
using SNTP UDP/TCP/DNS-SRV(RFC 3263) QoS: 802.1p/Q
tagging (VLAN), Layer 3 ToS DSCP SRTP for voice
Transport Layer Security (TLS) HTTPS certificate manager
AES encryption for configuration file Digest authentication
using MD5/MD5-sess OpenVPN, IEEE802.1X IPv6
uwwuwnyndp” wpunwnpnnh Yynnuhg wpunnuwagnpywé
ubnpyhu ysunnpnunwd: Gpw2huhpwjht dwdybunp® wuybwn
GpwohuhpwjhbU uwywuwnynd” wnuywaqu 1 /dGY/ nwph:







NMNOJIHOE ONMNCAHMUE

npepnaraeMoro Tosapa
GLU4ULUR hUNNMNS UMC B Ka4yecTBe y4aCTHMKa B paMKaX y4aCTuA B 3JIEKTPOHHOM aykumoHe nog kogom ZLUL-EUXUMNQRL-21/21 HuxXKe
npencTasngeT NOJIHOE ONUcaHWe npeasaraeMoro MM ToBapa.

Homep noTa MpepnaraemMbiii ToBap
PupmMeHHoe TOBapHbIN 3HaK HauMeHoBaHUe TEXHUYECKNE XapaKTePUCTUKN
HauMeHoBaHUe npousBoanNTeENS
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